
Size Range Material  Connection Type
Min - Max

  Operating
Temperature

Max Operating
  Pressure

Approvals

CORE 931 DN15 - DN50
DZR Brass
  CW602N

FxF BSP
  Parallel (ISO 228/1)

-10°C to +120°C 25 Bar WRAS

Albion ART 22
1/2" - 2" (low flow variants

available in 1/2")
DZR Brass CW602N

FxF BSP 
Parallel (ISO 228/1)

-10°C to +120°C 25 Bar WRAS

BOSS 9515 (Venturi)  (VIP) DN15 - DN50 DZR Brass CW602N
FxF BSP 

Parallel (ISO 228/1)
-10°C to +130°C

Max 25 Bar up to
  110°C

WRAS

Jet 9515 (Venturi)  (VIP) DN15 - DN50 DZR Brass CW602N
FxF BSP 

Parallel (ISO 228/1)
-10°C to +130°C

Max 25 Bar up to
  110°C

WRAS

IMI TA STAV DN15 - DN50
Valve body and

  bonnet: AMETAL®
FxF BSP 

Parallel (ISO 228/1)
-20°C to +120°C 20 Bar KIWA Reg-4

Crane 931 DN15 - DN50
Bronze BS EN 1982

  CC491K
Taper Threaded to BS

  EN 10226-2
-10°C to +120°C

Max 25 Bar up to
  100°C

WRAS

Hattersley 1732 DN15 - DN50
DZR Top / Bronze

Body
Taper Threaded to BS

  EN 10226-2
-10°C to +120°C

Max 20 Bar up to
  100°C

WRAS

Pegler 1260 DN15 - DN50
Brass (CW511L

  (lead-free))
FxF BSP 

Parallel (ISO 228/1)
-10°C to +130°C 20 Bar WRAS

RWC DBRV1 (Venturi) (VIP) DN15 - DN50 DZR Brass CW602N
FxF BSP 

Parallel (ISO 228/1)
-10°C to +130°C 25 Bar WRAS
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Dn15 ULF DN15 LF CORE931015 CORE931020 CORE931025 CORE931032 CORE931040 CORE931050

CORE 931 N/A N/A DN15 - 3.00 DN20 - 8.17 DN25 - 11.16 DN32 - 17.17 DN40 - 25.67 DN50 - 45.13

Albion ART 22 1/2"L - 0.6 1/2"ML - 1.1 1/2" - 2.3 3/4" - 5.3 1" - 9.2 1.1/4" - 19.0 1.1/2" - 22.1 2" - 42.3

BOSS 9515 (Venturi)
(VIP)

Dn15 LF - 0.55 DN15 LF - 1.15 1/2" - 2.8 3/4" - 5.33 1" - 9.72 1.1/4" - 20.25 1.1/2" - 30.23 2" - 55.07

Jet 9515 (Venturi)  
(VIP)

Dn15 ULF - 0.55 DN15 LF - 1.15 1/2" - 2.8 3/4" - 5.33 1" - 9.72 1.1/4" - 20.25 1.1/2" - 30.23 2" - 55.07

IMI TA STAV Dn15 ULF - 0.208 DN15 LF - 0.54 1/2" - 1.25 3/4" - 2.70 1" - 5.00 1.1/4" - 10.40 1.1/2" - 15.60 2" - 29.7

Crane 931 N/A N/A 1/2" - 2.2 3/4" - 4.7 1" - 8.6 1.1/4" - 16.6 1.1/2" - 24.5 2" - 46.1

Hattersley 1732 N/A N/A 1/2" - 1.943 3/4" - 4.18 1" - 7.46 1.1/4" - 15.33 1.1/2" - 23.06 2" - 47.7

Pegler 1260 Dn15 ULF - 0.25 DN15 MF - 0.98 1/2" - 2.02 3/4" - 4.43 1" - 6.07 1.1/4" -11.10 1.1/2" - 22.26 2" - 42.46

RWC DBRV1 (Venturi)
(VIP)

Dn15 LF - 0.55 DN15 LF - 1.15 1/2" - 2.8 3/4" - 5.33 1" - 9.72 1.1/4" - 20.25 1.1/2" - 30.23 2" - 55.07
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	CORE 931 Commissioning Set Product Selector
	Size Range
	Material 
	Connection Type
	Min - Max   Operating Temperature
	Max Operating   Pressure
	Approvals
	CORE 931
	DN15 - DN50
	DZR Brass   CW602N
	FxF BSP   Parallel (ISO 228/1)
	-10°C to +120°C
	25 Bar

	WRAS
	Albion ART 22
	1/2" - 2" (low flow variants available in 1/2")
	DZR Brass CW602N
	FxF BSP  Parallel (ISO 228/1)
	-10°C to +120°C
	25 Bar

	WRAS
	BOSS 9515 (Venturi)  (VIP)

	DN15 - DN50
	DZR Brass CW602N
	FxF BSP  Parallel (ISO 228/1)
	-10°C to +130°C
	Max 25 Bar up to   110°C

	WRAS
	Jet 9515 (Venturi)  (VIP)

	DN15 - DN50
	DZR Brass CW602N
	FxF BSP  Parallel (ISO 228/1)
	-10°C to +130°C
	Max 25 Bar up to   110°C

	WRAS

	IMI TA STAV
	DN15 - DN50
	Valve body and   bonnet: AMETAL®
	FxF BSP  Parallel (ISO 228/1)
	-20°C to +120°C
	20 Bar
	KIWA Reg-4
	Crane 931

	DN15 - DN50
	Bronze BS EN 1982   CC491K
	Taper Threaded to BS   EN 10226-2
	-10°C to +120°C
	Max 25 Bar up to   100°C

	WRAS
	Hattersley 1732

	DN15 - DN50
	DZR Top / Bronze Body
	Taper Threaded to BS   EN 10226-2
	-10°C to +120°C
	Max 20 Bar up to   100°C

	WRAS
	Pegler 1260

	DN15 - DN50
	Brass (CW511L   (lead-free))
	FxF BSP  Parallel (ISO 228/1)
	-10°C to +130°C
	20 Bar

	WRAS
	RWC DBRV1 (Venturi) (VIP)

	DN15 - DN50
	DZR Brass CW602N
	FxF BSP  Parallel (ISO 228/1)
	-10°C to +130°C
	25 Bar

	WRAS
	V2.



	CORE 931 Commissioning Set Product Selector (KVs Values)
	Dn15 ULF
	DN15 LF
	CORE931015
	CORE931020
	CORE931025
	CORE931032
	CORE931040
	CORE931050
	CORE 931
	N/A
	N/A
	DN15 - 3.00
	DN20 - 8.17
	DN25 - 11.16
	DN32 - 17.17
	DN40 - 25.67
	DN50 - 45.13
	Albion ART 22
	1/2"L - 0.6
	1/2"ML - 1.1
	1/2" - 2.3
	3/4" - 5.3
	1" - 9.2
	1.1/4" - 19.0
	1.1/2" - 22.1
	2" - 42.3
	BOSS 9515 (Venturi)  (VIP)
	Dn15 LF - 0.55

	DN15 LF - 1.15
	1/2" - 2.8
	3/4" - 5.33
	1" - 9.72
	1.1/4" - 20.25
	1.1/2" - 30.23
	2" - 55.07
	Jet 9515 (Venturi)   (VIP)
	Dn15 ULF - 0.55

	DN15 LF - 1.15
	1/2" - 2.8
	3/4" - 5.33
	1" - 9.72
	1.1/4" - 20.25
	1.1/2" - 30.23
	2" - 55.07

	IMI TA STAV
	Dn15 ULF - 0.208

	DN15 LF - 0.54
	1/2" - 1.25
	3/4" - 2.70
	1" - 5.00
	1.1/4" - 10.40
	1.1/2" - 15.60
	2" - 29.7
	Crane 931

	N/A
	N/A
	1/2" - 2.2
	3/4" - 4.7
	1" - 8.6
	1.1/4" - 16.6
	1.1/2" - 24.5
	2" - 46.1
	Hattersley 1732

	N/A
	N/A
	1/2" - 1.943
	3/4" - 4.18
	1" - 7.46
	1.1/4" - 15.33
	1.1/2" - 23.06
	2" - 47.7
	Pegler 1260
	Dn15 ULF - 0.25

	DN15 MF - 0.98
	1/2" - 2.02
	3/4" - 4.43
	1" - 6.07
	1.1/4" -11.10
	1.1/2" - 22.26
	2" - 42.46
	RWC DBRV1 (Venturi) (VIP)
	Dn15 LF - 0.55

	DN15 LF - 1.15
	1/2" - 2.8
	3/4" - 5.33
	1" - 9.72
	1.1/4" - 20.25
	1.1/2" - 30.23
	2" - 55.07
	V2.





