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CORE Full Flow is a magnetic filtration system for heating systems in larger premises 
such as industrial, commercial and municipal buildings. For other applications always 
consult the manufacturer before installing.

This product contains strong magnets. Care and attention should be taken at all times 
during installation and servicing. Do not place the magnetic cores on any ferrous 
surfaces or near ferrous objects. 
 
Suitable personal protective equipment should be used during all installation and 
servicing.

CORE Full Flow must be installed by a qualified person in accordance with all relevant 
current regulations.

PPE

The CORE Full Flow is typically installed on the return circuit as close to the boiler as possible.  
On larger systems, such as the one shown, smaller CORE Full Flow magnetic filter units may be 
installed elsewhere to give extra protection for radiators and pipework.

Please also ensure that the CORE Full Flow magnetic filter is located in a position which gives 
adequate access above to lift out the magnets during servicing and maintenance. Also access is 
required to the underneath of the unit to connect a hose or hold a bucket during draining.

Ensure the heating system is isolated prior to carrying out installation or maintenance 
work.

Where to Install

Guide to Installation

Heating & Cooling System Filter

Larger unit Smaller unit

BOILER

HEADER TANK
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Performance 

Magnetic performance		 9,000 gauss high strength

Performance reading		  on tube surface

Magnetic material		  Rare earth neodymium iron boron (NdFeB)

Magnet grade			   N42SH – inspected and confirmed by hysterograph prior to use 

Temperature			   5º to 100ºC

Operating pressure		  12 bar

Drain Valve			   1 1/4”

Materials 

Housing			   304 grade stainless steel

Magnet tube assembly		 316 grade stainless steel

Surface finish			   Internal - bead blast 
				    External - bead blast

Sealing				   EPDM o-ring, brown
Warranty			   10 years
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Part No. Inlet / Outlet
Dia. A

Filter  
Dia. B

Flange 
spacing C

Height 
D

No. 
magnetic rods

Flow rate 
cubic metres/

hour

Flange type

COREFFF050 2”/DN50  170mm 270mm 280mm 5 20 PN16

COREFFF065 2.5”/DN65  220mm 360mm 335mm 7 35 PN16

COREFFF080 3”/DN80  220mm 360mm 335mm 7 55 PN16

Product Data
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Pressure Drop Data

2" BoilermagXT
BMXT150/2/AAV

Flow Rate (m3/hr)
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3" BoilermagXT
BMXT200/3/AAV
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4" BoilermagXT
BMXT200/4/AAV

Flow Rate (m3/hr)

2.5" BoilermagXT
BMXT200/2.5/AAV

Flow Rate (m3/hr)
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The CORE Full Flow filter has been designed to maximise contamination collection, but without 
significantly reducing the water pressure. The graphs below show the pressure drop levels at different 
flow rates.  

COREFFF050

COREFFF065

COREFFF080

Disclaimer: The information within this document is believed to be correct at the time of publication; however, the document is for guideline use 
only. For complete accuracy, always check the product with a CORE representative. Missing information was either not available or disclosed. It is 
your responsibility that any product meets the necessary requirements. Any reliance placed upon this information will be totally at the user’s risk.
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